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Talking Points

◼ Introduction - Continuous Simulation and 
Continuous Calibration

◼ Hydrology Parameters - Seasonal and 
Constant Parameters

◼ Proposed Approach on Generating Hydrology 
Parameters for Continuous Calibration

◼ Case Study



Continuous Simulation –
Continuous Calibration

◼ Study system response to variety of storm conditions

– Agencies: Frequency of deficiencies and overflows

– Authorities : Avoid overly conservative CIPs

Simulate non-monitored data



Current Practices – Continuous 
Calibration

◼ Optimization of Controls

◼ Regression Model

– Bucket theory

– Delay time

◼ Stanford Watershed Model

– Simulates the hydrologic cycle

– Genetic Algorism Calibration



Continuous Calibration Using 
SWMM RTK
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◼ Median Synthetic RTK Set

– Calculate several RTK 
parameters

– Calculated median set may 
not necessarily match any 
single event



◼ With a constant R-value, AMC will greatly affect 
RDII estimates (over estimate or under estimate)

AMC Considerations in 
Continuous Simulation
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AMC Considerations in 
Continuous Simulations (continued)



The Challenge

To generate one set of RTK 

parameters per sanitary basin to 

simulate, with confidence, RDII 

response from any type of storm and 

under any initial abstraction 

condition



SWMM Hydrology parameters

◼ Parameters different from one season to another:

– Maximum Storage and 

– Recovery Rate

Precipitation Evaporation

Maximum Storage

Infiltration
Storm Pipe

Sanitary Pipe

Runoff

Cracks and 
Direct Connections

Groundwater

Initial 
Abstraction

R

Runoff ≠ Precipitation



Hydrology parameters -
Saturated Condition

◼ At Saturated Conditions

– R = (monitored RDII volume) / (total rain)

– R is function of number and size of defects only. They are not seasonal.

– T and K are affected by basin dimension only. It is not seasonal.

Precipitation

Maximum Storage

Storm Pipe

Sanitary Pipe

Runoff

RTK are constant

Groundwater

R

→   Runoff = Precipitation



Proposed Approach for Calculating 
R, T, K, Smax, Ia, and Rec

◼ Start by calculating RTK one time

– Select a monitored storm event where AMC impact on RTK 
parameters is minimal

– Best is an event which was shortly preceded by another large 
storm



Proposed Approach (continued)

◼ Then, using same RTK, apply appropriate maximum 
storage and recovery rate to calibrate the previous storm 
event(s)

RTKSmax & Rec

Ia



Proposed Approach (continued)

◼ Then, use same set of RTK parameters for all monitored 
period and adjust maximum storage and recovery rates 
per month



Case Study
West Fifth I/I Study

◼ Separate  
sewer system

◼ 1030 acres

◼ 5 input points 
from upstream 
municipalities

◼ 3 discharge 
points



Case Study
West Fifth I/I Study (continued)

◼ All pipes, 8-
inch and 
larger were 
modeled

◼ 41 sewersheds 
(6 - 305 acres)

◼ 640 nodes

◼ 49 Flow 
Meters for 10 
months 
monitoring



Rainfall Events

ID

Start 

Date/Time

Duration

Hours

Rain

in Frequency 
1 8/20/07 2:30 2.00 0.76 2-3 month

2 8/20/07 15:15 7.33 1.56 9 month

3 8/22/07 5:10 4.17 1.5 1 year

4 8/22/07 18:55 0.25 0.38 3 month

5 8/25/07 17:10 0.50 0.27 < 2 month

6 9/8/07 12:20 10 0.85 2-3 month

7 9/9/07 0:00 10.25 0.77 2-month

8 9/27/07 5:50 6.92 0.97 2-3 month

9 10/22/07 17:50 36.17 3.6 5 year

10 11/11/07 9:00 7.75 0.63 < 2 month

11 11/26/07 6:15 10.92 0.65 < 2 month

12 12/2/07 5:00 15.75 0.92 < 2 month

13 12/15/07 18:10 11.92 0.94 < 2 month

14 1/10/08 16:00 6.83 0.92 2 month

15 2/5/08 7:00 32.33 1.73 4 month

16 3/3/08 21:05 27.08 1.95 6-9 month

17 3/18/08 17:05 28.58 1.94 6-9 month

18 3/27/08 4:40 23.33 0.99 < 2 month

19 3/30/08 19:25 20.58 0.69 < 2 month

20 4/28/08 18:35 12.92 0.46 < 2 month

21 5/3/08 5:40 9.92 0.43 < 2 month

22 5/8/08 16:20 4.25 0.44 < 2 month

23 5/11/08 6:50 18.83 0.78 < 2 month

24 6/3/08 13:10 24.33 2.35 1-2 year

25 6/10/08 5:45 1.92 0.58 2 month

26 6/12/08 17:55 1.58 1.95 10 year

27 6/13/08 17:45 1.83 0.81 3 month

28 6/14/08 5:20 1.08 1.31 2 year

◼ 75 storm events 
that are more 
than 0.1-inch (6-
hr IET)

◼ 28 events with 
measurable I/I 
response

◼ 4 events with 
snow melt 
conditions

◼ Proposed RTK 
set approach was 
applied
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Sample Calibration Results
June 1-16, 2008



Sample Calibration Results –
Continuous Simulation



Sample Calibration Results –
Continuous Simulation

Observed vs. Computed Peak Flow
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Summary and Advantages

◼ Described approach for continuous calibration is 
straightforward and produce accurate calibration results

◼ Generated R-value is a true indication of collection system 
deterioration condition (no seasonal or AMC effect)

◼ Can be applied with confidence to non-monitored storms 
since effect of initial abstraction and recovery rate will be 
considered

◼ Will ultimately lead to more accurate sizing for capital 
improvements since effect of initial abstraction is not ignored
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